Part # A98-01067-101

Serial # S/N 01

Additional =.62 Center Spoke Final Machined Assy
Description Ready for Installation in Tank

Notes:

1. End Measurements: Taken just below
the saddle weld line.

2. Center measurements:

a. short axis is measured on either
side of the beam tube just outside
the saddle weld.

b. long axis is measured at the
center of the spoke.

3. Length Measurement: Inside
measurement on spoke centerline
on flat part of saddle near weld line.

IS: 9.419
S/B: 9.478
Dev: -0.059

IS: 5.536
4 S/B: 5.535 L
Dev: +0.001

Dimensions in Inches

LENGTH
IS: 18.096
i¢—— S/B: 18.105
Dev: -0.009
IS: 5.559
4 S/B:5535 P
Toward End 1 Toward End 2 Dev: +0.024
IS: 5.916 IS: 5.910
S/B: 5.857 S/B: 5.857
Dev: +0.059 Dev: +0.053
IS: 9.411
CENTER S/B: 9.478
/ Dev: -0.067
.\_/_ v
IS: 7.364
— s/B: 7429 [P
Dev: -0.065 Inspector | Rathke
Date May 13, 2004




Part # A98-01068-101

Serial # S/N 01

Additional =.62 Outer Spoke Final Machined Assy
Description Ready for Installation in Tank

Notes:

1. End Measurements: Taken just below
the saddle weld line.

2. Center measurements:

a. short axis is measured on either
side of the beam tube just outside
the saddle weld.

b. long axis is measured at the
center of the spoke.

3. Length Measurement: Inside
measurement on spoke centerline
on flat part of saddle near weld line.

IS: 7.846
S/B: 7.901
Dev: -0.055

IS: 5.566
4 S/B: 5.536 L
Dev: +0.030

Dimensions in Inches

LENGTH
IS: 18.095
i¢—— S/B: 18.105
Dev: -0.010
IS: 5.466
4 S/B:5536 P
Toward End 1 Toward End 2 Dev: -0.070
IS: 5.002 IS: 5.019
S/B: 4.949 S/B: 4.949
Dev: +0.053 Dev: +0.070
IS: 7.874
CENTER S/B: 7.901
/ Dev: -0.027
.\_/_ v
IS: 6.795
4— S/B: 6.916 —
Dev:-0.121 Inspector | Rathke
Date May 13, 2004




Part # A98-01068-101

Serial # S/N 02

Additional =.62 Outer Spoke Final Machined Assy
Description Ready for Installation in Tank

Notes:

1. End Measurements: Taken just below
the saddle weld line.

2. Center measurements:

a. short axis is measured on either
side of the beam tube just outside
the saddle weld.

b. long axis is measured at the
center of the spoke.

3. Length Measurement: Inside
measurement on spoke centerline
on flat part of saddle near weld line.

IS: 7.859
S/B: 7.901
Dev: -0.042

IS: 5.537
4 S/B: 5.536 L
Dev: +0.001

Dimensions in Inches

LENGTH
IS: 18.098
i¢—— S/B: 18.105
Dev: -0.007
IS: 5.543
4 S/B:5536 P
Toward End 1 Toward End 2 Dev: +0.007
IS: 5.000 IS: 5.002
S/B: 4.949 S/B: 4.949
Dev: +0.051 Dev: +0.053
IS: 7.852
CENTER S/B: 7.901
/ Dev: -0.049
.\_/_ v
IS: 6.820
< S/B: 6.916 —
Dev: -0.096 Inspector | Rathke
Date May 13, 2004




